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Company Profile

Business type: manufacturer and seller of kinds of wire mesh and fence

making machine
Service: OEM service
Primary competitive: low in price and maintainance, high in quality and

performance.
Products list:
Expanded metal mesh machine: heavy duty expanded metal mesh machine,

expanded metal fence machine, diamond expanded mesh machine, angle
bead machine, plaster stop machine, rib lath machine, hi-rib lath machine,

brickwork reinforcing machine, brickwork reinforcement machine
Welded wire mesh machine: welded mesh fence/panel machine, welded

mesh machine for construction, reinforcement mesh welding production line,

space welded mesh machine for buildings
Wire drawing machine: iron wire drawing machine, stainless steel wire

drawing machine, tin wire drawing machine, copper wire drawing machine,

rod break down
PVC coated production line: for the fence, galvanized coating production line

for the fence, wire PVC coated line
Other wire mesh machine: razor barded wire machine, barded wire machine,

gabion mesh machine, gabion mesh fence machine and full automatic gabion
mesh production line, hexagonal wire netting machine, chain link fence
weaving machine, automatic chain link fence weaving machine, semi-
automatic chain link fence weaving machine, hinge joint knot field fence
machine and perforated metal mesh machine.

We also have rich experience in producing the wire mesh and fence products,

such as expanded metal mesh, angle bead, plaster stop, welded mesh panel,
welded mesh fence, chain link fence, gabion mesh, gabion mattress, double
twist rockfall netting, welded mesh box, fasteners, Our factory is located in
Wuxi, China. Itis famous for its good wire mesh machine and wire mesh

products. And was named "AAA" factory by our National Industrial Authority.
We hope to have chance to establish good business relationship with all the

friends who are interested in our products. We will expect your visit to our
factory.
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Full auto mesh welding line

Automatic wire mesh welding line

Main parts of mesh welding machine
ABE-DWG3000 full auto mesh welding machine
Auto pre-cut reinforcing mesh welding line
Pre-cut reinforcing mesh welding line
Anti-climbing mesh welding line
Construction mesh welding machine
Poultry mesh welding machine

3D panel welding machine

3D truss girder welding machine

Flat truss girder welding machine
ABE-12D steel bar stirrup bender

Pneumatic wire straightening and cutting machine
High speed wire straightening and cutting machine
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Mechanical wire straightening & cutting machine
Hydraulic wire straightening & cutting machine
Steel grating welding machine

Pile cage welding machine

Fence bender

Mesh coiling machine

Straight line wire drawing machine

Pulley type continuous wire drawing machine
Rolling cassettes plant

Vertical wire drawing machine

Accessory machine

Size of welded wire mesh

Selection guidance for mesh welding production line
Selection guidance for wire drawing production line
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High-tech enterprise certificate chinese industry-academy-research award

Z\ B8 / Business certificate CEIE$ / CE certificate ISOIEH / ISO certificate
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Patent of angle bead machine Patent of metal lath and brickwork mesh machine Patent of brickwork mesh machine
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Full auto mesh welding line
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Automatic wire mesh welding line

iR Description

2 BERE RIE A s B — M E LRSI Both line wire coils and cross wire coils for the auto mesh welding

G BN, B RSReeEmics. Machine are automatically straighten, cut and fed. The finished mesh
ER FREER. 78, NEEE . i is also automatically recoiled and cut. Line wires are automatically

B OSSR AAETEE. MR, 2R, BK straightening, storage and feeding. Cross wires are automatically
BN S @EEJ&EEMQ% . 2 BTN straightening, storage and feeding in the production line. Compared
%MEEE#%’—S%E%%MEE&%E% i with ordinary reinforcing mesh welding equipment, both line wires and

: N7 Wy - ' cross wires are fed with coils. Automatically feeding, recoil and cut and
i*ﬁg%fg%igggﬁiiggg Ik, K discharge the welded mesh roll which maximized save labor and

greatly increased production.

EBaNHIENEZmBEE

Layout of full auto mesh welding line

5 Model ABE-3/6-2400C
REE Max. width 2400mm
M Max. length 6000mm
YAEHIEJEE Line wire spacing 50mm-200mm
TEARIEIE cross wire spacing 50mm-200mm
#2412 Wire diameter 3mm-6mm
e &2 Line wire Coil/%
Feeding way 44 Cross wire Coil/#%&
IR Number of welder 24 Point
SXIEEEE Max. welding speed 60-90strokes/min(;x/%)
E3JE Electric capacity 500KVA
[E4E=SSEFE Air consumption >0.8Mpa, 2m’/min
Ao s3ke
Cooling \I/v?a%clzfé?nﬁsumption 20.3Mpa, 3m’/min

Mesh weidding machine
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Main parts of mesh welding machine

1. Wire Pay-off FF¥lZR

Wire Pay-off H#IZ8

The wire pay-off is composed of a chassis, a pay-off
shaft seat and a pay-off shaft.

Inside and outside diameter of discharge tray: 425
X 800mm, carrying 160kg.

TRIEEIRE., PRI SR B Y. B
SIS NRHERAER  BRIZRAREMNGE
¥, BAWSIEE LRI RESRENZFER
FH5E FRIET (.

oty = . N

2. Line Wire Straightening (For Perpendicular) EHEENAE

Straightening system is composed of front X-type straightening and back straightening system,
used to straightening the line wires from the pay off.

X-type straightening consists of 2 groups of total 48 vertical straightening seats. Horizontal
straightening consists of 1 group of 24 horizontal straightening seats.

Each straightening seat consists of 5 straightening wheels and each wheel has the function of
adjusting down pressing volume.

Each a group of 5 has function of whole tight pressing and release.

Overall size: 2875x725x990mm/ 2875 x450x1017mm

Weight: 880kg/590kg (total weight1470Kg)

HENMBEEHRRMTESHENEEREER . BTMSREERSE.

PR EH2EHASN IR ERER. BEFTEAEMH1E24 BRI,
BNREERSTMERAEN , 81 FERBEEEE TEERNIE , S50 —HAEEEEEEN
FFHITHEE.

BEERYT : 2875x725%990mm ( &l ) / 2875 x450x1017mm (5 ) ; IREBEE : 880kg/590kg ( —&ZF11470Kg ) .

3. Line Wire Feeding To Accumulator 1222iX22#3

Line wire feeding device is composed of support, roller, shaft, pneumatic system, drive motor and
drive device, which is used for sending straightening line wire to storage area. Cylinder system
makes pressing wheel down and with roller on drive shaft together press wire tightly and transport
forward. Transport motor adopts 7.5KW 4 grade general motor. By reducer, link wheel and drive
shaft connects and ensure with the speed of feeding wire and come true synchronous control
feeding. Feeding speed is 15m/min(adjustable). Line wire feeding device as figure 5.3.

Motor: 11kw, 1460rpm/7.5kw, 1500rpm, Servo motor, Three-phrase
Overall size: 3042X 1187 X 1528 mm/ 3693 X495X701 mm
Weight: 1130kg/780kg (total weight 1910 Kg)
PEIERMWEHZE, RS H. SEE. IRENENFIENEREER  BFASHEREH

EEEHETX, BISEHTHIWE | EERH T SEhH EARR —RERRLARIREE | X
FEASRAR7.5KW A Emeatl , Bidipist]l , SERSEEERE | MIBXLANEE | SSESE
XL, ERHRELSHK/S (B ) .

B84 : 11kw , 1460rpm/7.5kw , 1500rpm ({EIRREBH ) , =48 ;

REERYT : 3042x1187%x1528 mm/ 3693x495x701 mm ;

R&EER : 1130kg/780kg ( —&HZF11910Kg ) .

4. Line Wire Accumulator f#glZ8

Because of line wire connection and welding discontinuity, the system is used for buffering and
storage of line wire. Line wire storage uses big radius bend to buffer and send line wire
synchronous average speed to welding machine. With the mode of double wire control, set-up or
cut-off an electric circuit should be tested in a big circle setting electric shock device and depending
on setting up or cutting off, judge if it need to be continued to feed material. Separation rod is made
of stainless steel. It is composed of body frame, two sides, up, down separation materials racks.
Machine size: 2775X2000 X 3085mm

Machine weight: 1160kg

TR SIS | BREZT AR THGNE D SEE. MERERRARYE
FETHHTENET |, BHRSIEEHEETN. RASEEFAR TSR
BTN | KBTI R SRR ENER, BRTRAARHENGIE, EhNERmN. £,
TBBAIZELER.

BERBRYT : LxWxH= 2775x2000x3085mm ; g% EE : 1160kg,

5. Mesh Welding Machine J8# 4]

The mesh welding machine use 6 A.C. transformers, the main transverse wire with electrodes on
the conductive block into the transformer of the cathode, the electrode block installed on the motor
seat mechanism and the positive phase of the transformer, the movable welding electrode contact
line wire and cross to form the current loop and under the action of cylinder pressure, it will welded
firmly. The machine contains the frame, left and right column, upper and lower electrode, welding
transformer, pneumatic mechanism, device composition and so on.

Overall size: 3245X1300X2120mm; Weight: 3280kg.

IREEENRANERMRERS | WANEES LR SEEE E 5T ERRRIREEE | Bk
REEAER BN L F S ERRAIIERIEEE | (SRR ISR SRS , FERERIREIES |
YPErSEA I RMESELEDRWERT | BRI L, HEMER, E56a37F. E5TER.
ST RS, SEWWE, FREERM.

RERRYT : LxWxH= 3245x1300x2120mm ; iR%ZFEE : 3280kg.

6. Cross Wire Feeding Device SRR
Cross wire from pre-cut iSRG (FHEAE )

The pre-cut cross wire of setting length to feeding device. The magnetism tube of feeding device
rotates and feeds. Quantity of feeding depends on adjusting magnet, and then through the wire-
blocking wheel rotates to feed to welding machine. It is composed of body frame, feeding device,
magnetism tube feeding device, motor reducer drive system, pneumatic device, etc.

motor: 0.37kw/1390rpm

machine size: 3615X 1600 X 1995mm;

machine weight: 2050kg

AR T RS E KETUREFAVEAIMNERERE | B EErEE SN RIS it T
ErE, JLUBSRED NS O RETERNERIHE. ARBT R HTIREEREIE. H
FHIZR. BEEeE. BENErEEE N EIURIET IR E, SaESxaEmMN.

BB : 0.37kw/1390rpm ; IRESRY : LxWxH= 3615x1600x1995mm ; i&&E= : 2050kg,

Cross wire from coil HEEFFELERINIE (Ei#)

The cross wire straightening machine draws into the cross wires from the separate spooler pay-off,
after straightening treatments of the vertical and horizontal straightening devices, and then via
cross wire feeder cabinet sends into the cross wire cutting unit to cut off.

This machine has a compact structure, light weight and good rigidity.

The straightening and cutting length of this machine could be precisely controlled.

This machine employs adjustable straightening in vertical and horizontal direction, which is flexible
and convenient for operation.

The straightening wheels of line wire straightening mechanism adopts carburization quenching
treatment, promising the surface hardness, and the straightening quality could not influenced after
using for a long time.

HEFENMNRZ TFRERASINGER | REESKEREREAR NS RENGELEES
BN REERE. B8R, NIMT,

ERAEIXEIER I VSRR, AYEBRHEIIRTIKETSHEE. Y SRAEEKFIERENN , RIEHEEE | SFETRERR
FRSBREXANE |, (RIEREEE , KEERTSFRERE.

Mesh weidding machine
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7. Shearing Machine BI/IH],

Shearing machine is used to cut welding mesh(setting length). It is
mechanical shearing machine with cutting width 2500mm and
composed of body, cutter frame,(V-shaped belt, gear wheel, eccentric
gear, etc)drive system, back stop material device, press material
device, support material(pneumatic system),safe protection, etc.
Shearing machine holds the functions of Electromagnetic clutch control
shearing and can be used separately.
Shearing mesh width: 2500mm
Number of strokes: 47n/min
Motor: 7.5kw/1430rpm,
Equipment overall size: LXW XH= 3124 X2100X1180mm
Equipment weight: 2100 kg

ERATRIREFON T (K ) T8, AHTEZNEEAN | 37
WiEEEE2500mm , BHERS. TR, (VERE, R, RORE) EHR
g, RERERE. EREE. BR (SaE ) ikeihirEsgam. 2
BEEMESERISEIINEE  AHEmERRE. [FH1QH11D-3.2x25008
BIRHLA] ISz EEARIRE , MR (QH11DRFIEEEIRALEFRE
B 1.
BIRIBERE : 2500mm ; {TF2REL : 47n/min ; BBA]L : 7.5kw/1430rpm ,

RERRYT | LxWxH= 3124x2100x1180mm ; iR%FEE : 2100 kg.

8. Pushing Machine ¥ERJ#l

Pushing mesh machine has the dragging and feeding function of
welded and cut mesh. 2400mm is the max mesh width of turner
machine. A magnetic coupling rodless cylinder is controlled by an
electromagnetic valve to drive the mesh forward. Pushing mesh speed
is 10m/min,adjustable. Push mesh to the right position three times. It is
composed of body frame, pushing mesh device, pneumatic device, etc.

Overall size: L XWX H=2620X1140X1420mm
Weight: 260kg

HERTAHERFH B CEYITFAIN A B THEENAIERITIRE. HERLHE
B R ERAREEE /92400mm,  FREBRARIEEHIREEE S o SR R R R,
HERGEELOM/53 , AIiE, SHEEIRGMEERIL. HBRR. ERSEME

B, SohEESAEM. HEMTIINES.8F xR,
IRERRYT : LxWxH=2620x1140%x1420mm ;
R EE : 260kg.

9. Mesh Turning Machine EIMZEE

The main function of mesh turning machine is to stack (N mesh) and

turn (N+1 mesh) the setting length mesh and add them together. Mesh

width is suitable for 2400mm and length for 6000mm. It is composed of

body frame, turn mesh support, drive motor reducer, turn shaft and

support, push and support mesh(delivery cylinder) device, pneumatic

device, etc.

Motor: 0.2kw/1300rpm (Turn),

Machine overall size: LxWxH= 6720%4126x1620 mm;

Machine weight:3000kg
ERHEEIIRE RN E RTINS TER] |, (RSN —E—K

BE—#E , TETH. WAEEES2400mm , :<6000mm, HEHHIZE.

ERZESZEE, | IRANERAUREN SEIEE R BIMSIEE, HERSER (EiXR

&) =&, SsEEFEN.

EBHN : 0.2kw/1300rpm ( &% ) , =1H440V/50Hz ;

BERRYT : LxWxH= 6720%4126x1620 mm ;

R&E=S : 3000kg,

10. Mesh Recoiling Machine W&E#1

Mesh recoiling machine is used to recoil, cut, binding mesh
and roll out the mesh caoil to transport. It is composed of frame,
recoiler, cutting device, pulling system, roll out system,
hydraulic system.

wire diameter: 3-6mm

coil size: D Xd XB =® 175X ®800X2400mm

Motor:

Recoil: 3kw, 1420rpm

Press: 0.12kw, 1300rpm

Mesh pull: 1.5kw/ 1430rpm

Mesh cutting: 11kw/ 1460rpm

Roll mesh turning: 2.2kw/ 1420rpm

Machine size: 7541x4740%x2525mm

Machine weight: 5280kg

11. Collecting Table(Roller) IZHlI&E (FEiR )

WEE R B EIRET M TS, TR, WILEEE
RMERESRIE, HRRE. s, BEEEE. mxEg, R
MIZE R IR B
WLz () B1R . ®3 ~ 6mm ; WEERT : D xd xB =0175x®
800%x2400mm,

BB :

K& : 3kw/ 1420rpm ; 8% : 0.12kw/1300rpm ;
#% : 1.5kw/ 1430rpm : 5947 : 11kw/ 1460rpm ;
. BIK (&E) : 2.2kw/ 1420rpm ;

RERBRYT : LxWxH=7541x4740%2525mm ;
&SR : 5280kg.

Collecting table is driven by the motor to rotate roller and
transport stack mesh. It is composed of motor reducer, chain
wheel and chain transmission device, support, roller. The
whole transport roller is transported by (6x2.5m)15m length
delivery cylinder to stack mesh.
Motor: 1.5kw/1300rpm
Speed: 20m/min
Machine overall size: LxWxH= 15000%x2000x225 mm
(composed of 6 groups, 2500mm/group)
Machine weight:3000kg

Wekte RN EI TR RSN A X, EREUR
SR ERENEE. X, REER. BEMEITIRER (6x
2.5m ) IsmiKE RSN TIEX, BBEIK1SK , 82K
, ISERER120mm, BHLIIZEL.5KW,
B34 : 1.5kw/1300rpm ; E : 20m/min ;
BEERYT  LxWxH= 15000%2000x225 mm ; ( FH6ZH485 ,
2500mm/4H) ;
BB ER : 3000kg.

Mesh weidding machine
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EBEHEHIEML

ABE-DWG3000 full auto mesh welding machine

ABE-DWG30002S & FERAH M B ELAN SR EN 7 BTt
218, STHFEARNEM E , SEENLRETSE T
., EFRIREINGMNEREIRS. ZIAIERELHRINA.
BELTERNNGS. YeETERNES. FEESEMEIHITERER X
12, FEA. BES. NEAE. BIEMERE. TEE
B, HERK. RES.

BRSNS AR EE , TENMATER
T, EERER, SE : SEKE. SEAK. BE. 5
2. KNSR ; KR, BO. BHMNCESRNE ; IMRIRIE. &
R EA, B, Rk, EEllE,

EEF/ARSH

BUEINER (188:=EHL) : 100 ~300KVA

E3jR : 380V, 50Hz

HHEEE - 10.6V

IR KEIR - 150A

RAIEMEEE : 3000mm , EEAA

#\AHIEJEE : 50. 100, 150. 200mm , BTVEH#&ASIEEE
AJEMETIESRE : 29(30),FB—

AN ERIERD © P4 ~Demm

YED . P6~D1OMm

IREEAER © 400K/ 5

BHIKIES : 20.2MPa

SiEES : 20.75MPa

FEARES] : 0.25~0.69Mpa , EJEESE
BEHEE W/

HEel o - BREMNEE , BRmRNIRE
%ﬁﬁﬂzﬂfﬁt CBR, RFEE  BEhixs , Bty B
&R

IZHEE : 200

TYENEIRRE : 30~85%

TYEREIRRE : 0~40°C

DWG - 3000 mesh welding machine absorbs foreign advanced
experience, on the basis of advanced technology and combined with
domestic actual production requirement. The machine can weld hot rolled
ribbed steel bar, cold rolled ribbed steel bar, round ribbed steel bar, light
round for high quality cold drawn steel cross welding, large output, high
precision, easy modification, operation, low failure rate, energy-saving,
low consumption and high quality.

now the welded steel fabric has been widely and mainly used in
construction, industrial and civil construction concrete; transportation:
high-speed railways, highways, tunnels, bridges, airports; water
conservancy, port, electricity, and warehouse facilities; environmental
protection facilities, entertainment; coal industry, animal husbandry,
forestry, husbandry, etc.

Main parameter

Rated power (welding main machine): 100 ~ 300KVA
Power supply: 380V, 50Hz
Output voltage: 10.6V
Max. Current when weld: 150A
Max. Welding width: 3000mm
Line wire space: 50,100,150,200mm
Welding points: 29(30)
Welded wire diameter:
Line wire: ®4 ~ ®6mm
Cross wire: ®6 ~®10mm
Welding speed: 40 strokes/min
Cooling water pressure: 20.2MPa
Air supply pressure: 20.75MPa
Electrode pressure: 0.25 ~0.69Mpa
Compressed air consumption: 3m*/min
Line wire feeding method: Wire coil straighten auto and feed in with the
rubber roller
Cross wire feeding method: Wire decoiler, striaghtening, feeding,
cutting and wire drop automatically
Machine weight: 20
Working ambient humidity: 30 ~ 85
Working ambient temperature: 0 ~40°C

EBEIEHEHIEMTMREE

The layout of ABE-DWG3000 full auto mesh welding machine

Mesh weidding machine
2 RIRIEIRE
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FURESENIEMNT, ABE-5-12-2500

FEAESIEMNYBE / The layout of auto pre-cut reinforcing mesh welding line

OH

Auto pre-cut reinforcing mesh welding line

It consists of welded equipment, line and cross wires feeding device, mesh stepping system, mesh blanking and
convey device, pneumatic system, electrical control system and cooling system.

FAZHEEENG. NG, EHEEE, WESHEIE, BERSEENE. SRR, BSEFHRR. RIRR ABE-5-12-3300

EEBHFER.
FEESINEMY#R/EBE / The layout of auto pre-cut reinforcing mesh welding line
S Model ABE-3/6-2500 ABE-5/12-2500 ABE-5/12-3300
IZINAFETR Diameter 3-6mm 5-12mm 5-12mm
M E& Max. mesh width 2500mm 2500mm 3300mm
JEA/NEE Number of welder 24 24 32
1212 [E28 S & Capacity of transformer 1000KVA 1600KVA 16x125KVA
YAHIEIEE Line wire spacing 50mm-200mm 100mm-300mm 100mm-300mm
HERRIEJEE cross wire spacing 50mm-200mm 100mm-300mm 100mm-300mm

BAIRESTER Max. welding frequency 30-65 strokes/min(;X/43) 30-60 strokes/min(;X/43) 30-60 strokes/min(;X/43)

JRER R AR A 30% 30% 30%
Utilization factor of transformer
SHMEKTIIEEN
Work pressure of pneumatic system <0.8Mpa <0.8Mpa <0.8Mpa
&EI7KIES] Pressure of cooling water 0.2Mpa-0.3Mpa 0.2Mpa-0.3Mpa 0.2Mpa-0.3Mpa
D =
SR . >3M°/min >3M*/min >3M*/min
Consumption of compressed air
YaFEREIFT Load mode of line wire FREE/Pre-cut; SFEE/straightness<3mm/1000mm
TEHERI ST, Load mode of cross wire RIAE/Pre-cut; ¥ E E/straightness <3mm/1000mm

Mesh weidding machine | 1 1 1 2
LRIRFIRE -




T/ /R/E/IR/T/W/B/BR/2/E WUXIANBER MACHINE

www.anbermachine.com \ sales@anber-inc.com

SNTCHVRGL IR R,

Pre-cut reinforcing mesh welding line

Description

Welded wire mesh machine is a kind of auto welding equipment designed and manufactured by ourselves based on absorbing the
advanced electromechanical controlled resistance welding technology from home and abroad, of which multinomial technologies

have won the national patents.

fiR:

HEFRIERHE B ERIRIRITFE N —IENIRE | EERIMNTENTERATIRERAT K. HPFSIRAREEREF.

HUE Model
IZHHNAFER Diameter
W Z& Max. mesh width
IR Number of welder
IR [ES8Z5 & Capacity of transformer
HAFEIRE Line wire spacing
HEAHIEEE cross wire spacing
BAIZESIER Max. welding frequency
SHMERTIEEN

Work pressure of pneumatic system
&HIKIES] Pressure of cooling water
ERT=SFEE

Consumption of compressed air

MaF_ERIATL Load mode of line wire

A5 RIA R, Load mode of cross wire

ABE-3/6-2500P ABE-5/12-2500P ABE-5/12-3300P

3-6mm 5-12mm 5-12mm
2500mm 2500mm 3300mm
24 24 32
600KVA 800KVA 1000KVA
50mm-200mm 100mm-300mm 100mm-300mm
50mm-200mm 100mm-300mm 100mm-300mm

25-45 strokes/min(X/%) 15-30 strokes/min(;X/%3) 15-30 strokes/min((x/%3)
<0.8Mpa <0.8Mpa <0.8Mpa

0.2Mpa-0.3Mpa 0.2Mpa-0.3Mpa

0.2Mpa-0.3Mpa
>3M°*/min >3M°/min >3M°*/min
AR /Pre-cut; SEEE/straightness<3mm/1000mm

AR/ Pre-cut; L E E/straightness <3mm/1000mm

23\ W JEF2 41

Anti-climbing mesh welding line

Description

Anti-climbing mesh welding machine can weld the mesh of small mesh opening like 76.2mmx12.7mm which is mainly applied as

prison mesh, itis of high speed, easy operation and high quality.

ik

&Y\ RIEENERTIEE76.2*12.7mm/\RILBRY \RINRSE , ISR 2R

Machine parameter

1. Mesh eyes: 76.2mmx12.7mm.

2. wire diameter: 3-6mm

3. Width range: 2500-3500mm

4. Speed: 65-80 strokes/minute

5. Features:

(1) Line wire off coil, pre-cut cross wires auto feeding with the high
production rate.

(2) Quick change-over, easy and quick to re-set different sizes of wire
mesh.

6. Applications: welded wire mesh fencing, fencing net, barrier fence,
metal fence, galvanized weld mesh, fine mesh, fence netting, welded nets,
temporary fencing, security fencing mesh, display rack, cages, and etc.

BER , IRZRESBE S TEFE.

IRESH

MFLRY : 76.2mmx12.7mm.

242 . 3-6mm

MEZEE : 2500-3500mm

JEHEHE © 65-80 strokes/minute
LHRRRY\RIAFLE -

(1) RE# | S4MAEEENER |, IBEEER
(2) FEREFIIER T

% : BFIRESM3510f1358=I\M , 5EERS
PEREL , BRET —FIRE , STERIEL , R
DT =52 —HIREA,

Mesh weidding machine
2 RIRIEIRE
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Construction mesh welding machine

ERAIENTEEE (SHEH )

The layout of construction mesh welding machine (coil in & coil out)

#5 Model

ABE-3/5-1250D

ABE-3/5-1600D

ABE-3/5-2100D

ABE-3/5-2500D

R424242 Line wire

3-5mm , &/coil

3-5mm , &/ coil

3-5mm , &/ coil

3-5mm , %/coil

5244442 Cross wire

3-5mm, FhiEE/Pre-cut

3-5mm, FREE/Pre-cut

3-5mm, FAE/Pre-cut

3-5mm, FAE/Pre-cut

WIE=E Mesh width

1200mm

1600mm

2100mm

2500mm

MIZ[EEE Line wire spacing

5mm-100mm

1#{X[EEE Cross wire spacing

5mm-100mm

5mm-100mm

50-200mm , FTiKkiAT5/endless adjustable

5mm-100mm

1251 Welding electrode 24 32 40 48 -
#3200
I [E28 Transformer 400KVA 500KVA 630KVA 800KVA
, . . ¥ E
2212 Wire diameter 3.0mm-5.0mm Material area bE @
RKIFHERES Maxwelding capacity 5mm+5mm with standard quality Bl conllg i — @
RAEEEE Max welding speed 30-40 strokes/min (/X/4) . o g
H#75= Mesh pulling way #i%/CNC %
. SIREERRISTITEKANRELLS | BEAEEIAL20F S ZRAVERLL | VR AFEIREERRAIIEE /N F30m .g &7 IS
45 Cable 3*95mm’copper cable or 120mm?’aluminum cable, the distance from the machine to the transformer should A R
be less than 30m. \"aY/R\%u%/
" - ; EEPRIE AT ispEEs) ( LUTERRSCR 0 2000 1700800 | 1000
RS Weldlng way Resistance welding controlled by SiIiczn-controlIedErectifier (hereinaftercalledasSCR) @ @
)i ; BERTTEEX , 979/ TRENER :
R#EBE Welding voltage Adjustable in eight different grade sthrough welding transformer ﬁt w K
o AT IR FFAI B R Rt AHE Welded mesh panel
IEFE Pressurizi ng way By changing the length of tie rod inpressurizing beam and the compression of the upper electrode spring Matephan paiio
Sy : ; TR NEH R B ERREEA—FR—HRIIEN
RARIEMSE Cross wire feeding way The cross wire fall off the feeding hopper into welding automatically one by one driven by step motor 30000

ERAEMIMBEE (BHAE )

The layout of construction mesh welding machine (coil in & pcs out)

HEEELH: f0000000s0  ER
‘Wire pay-aff: 100010001050 Materisl

Ll

SENL £T'H 2WSR00
Ute e st 200000

ReRE

ARHELE: 3000720001800
Wesh wekdng machine: 2000°2000*1820

o
e
- LIS L)

o FIR BRSO
e b i SRII0N0

|ﬁ % |
el

Mesh weidding machine
2 RIRIEIRE
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Poultry mesh welding machine

Model B#5 ABE-HW1200

Wire diameter #2712 0.4-0.9mm / 0.6-1.0mm

Mesh width R 1200-900mm; 1500-900mm;1800-1200mm; 2100-1800mm; 2500-1800mm

Mesh opening RFLR 12.7-25.4mm
, . 120/90:%/%

Welding speed  IESIREE strokes/min

Mesh length HRNKE #3/About 120m

ABE-HW1500 ABE-HW1800 ABE-HW2500

0.8-1.8mm/1.2-1.8mm

& 2x4 inches
100/90/70:% /%>

& 2x4 inches

#J/About 100m

FIEMIEIEIREMBE The layout of poultry mesh welding machine

3 D IR 1

3D Panel welding machine

| / \\
/

/ \\\
\ )
\\ |

Description

The wire mesh-welding machine produces two mesh
sheets. Then they are fed to the integrating machine in a
vertical way, while the insulation material is placed
between them. The 24 straightening and cutting sub-
systems are fed with wire from their pay-off stations.
Then the wire rods are fed through the insulation material
and cut in pre-determinate lengths. The welding head
moving in the predetermined steps, welds the wire rods to
the appropriate positions, keeping the correct distance of
the wire mesh sheets and producing the sandwich panel.
Atransporting roller conveyor moves away the finished
product while the factory crane moves it to the storage
area. ANC programmable wire mesh welding line model
for the production of reinforcement wire mesh in sheets
with line and cross wires fed from coil.

iR

3D R (GJHR , BFREMILES WLEMIRRFIR, =10
R ) RUZHESEINLMZRABER | AREREIH (
EPS ) MARESE , SNEEEMARE LB RK
R—FURERERTE | RIEZRERXIBIHENRE
HLAZIE 10m LIFEREEMNEE. RIBERA
e , BRIREEA 3D IRALABTREIE 7 ELUTRIBRE
B EREEERLUR EERAER.

EFRIREF L HRRIRR B, FRIENLAR S ZE
ERRLI L. LS. SENRFUES.
SEFMENFKEID K BENFHRL , FEFRENAIX
45-605m’, ELEERKRSEMERMTHRE—KLEER
SR BITRARREIRI , FEGSHENRIE  ’E
T4y | FRiEiTRET .

Parameter

Wire diameter: 1.8-2.8mm

Distance between the two mesh sheets: 70 mm -150
mm

Wire mesh width max. : 1200 mm

Gap between the welded mesh and core: 13mm or
19mm

EPS plate material: Flame retardant polystyrene foam
board or rock wool

EPS plate thickness: 66mm, 78 mm, 96mm, 108mm,
126 mm, 138mm

Wire inserting structure: Sparse or dense inserted in
two sides or single side

3D panel length: min.: 2000 mm max. : 3000 mm
Welding leakage rate: < 3%

Output: 360m*/8 hours

Welding strength: = 450N/ welding point

Air supply: 3 m*/min, 0.8-1Mpa

Related power: 36KVA

Fixed part of the main machine (L*W*H)
6900mmx1860mmx1700mm

Length of main machine plus movable support of both

sides 3,400+6,900+3,400=13,700mm
Weight of main machine 4,500kg

IRERASH

N2ER - 1.8-2.8mm

R IEEMN ARYEEE : 70-150 mm

A ERAZE : 1200mm

B ERTAE =R EFIEPSHRIEIEE © 13mm F119mm BRI
793D %

EPSHRAZIR : BEMEBRA MG ERIREEEIR
EPSIREE : 66mm . 78 mm, 96mm . 108mm . 126
mm, 138mm

RN - BB SNENER. HiRL
EFRIRRY : /72000 mm , &4 3000 mm
BREWRIESR : <3%

4FTRES  360m?/8INAT

I2RERE - R > 450N

SJEECE : 3m’/min 0.8-1Mpa

EETHER : 36KVA

HEsENRY : (LW*H)
6900mmx1860mmx1700mm

M KEMMILBaNZE
3400+6900+3400=13700mm

B2 : 4500kg

Mesh weidding machine
2 RIRIEIRE
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3D truss girder welding machine

The meterial part BHSEEE

Parameter

Material type:FeB44K, FeB32K, FeB38K
(weldable)

Unitary yield stress :Max 600N/mm?

Unitary tensile stress :Max 700N/mm?2
Elongation:>14%

Longitudinal wire diameter (upper): 8mm-12mm
Longitudinal wire diameter (lower): 8mm-12mm
Diagonal wire diameter:5mm- 8mm

Production rate (maximum) :10m/min

Girder height:144mm

Girderinternal base width: ~ 80mm
Pace/stroke: 400mm/weld

Diagonal spacing:200mm

Girder length :6m or at customer’s requirement
Cutting length :Multiples of 200mm

Zig-zag forming part
STESEY

Welding system
IR3EE D
BASH
& : FeB44K, FeB32K, FeB38K (weldable)
JEIRM A : BRK 600N/mm?
RIERRI] : BRR700N/mm?
KR >14%
A/ 8mm-12mm
TE7 : 8mm-12mm
BEFF : S5mm-8mm
£FFEE - 10m/min
MRS E : 144mm
MIZERZREEE : 80mm
J2432E)8E - 400mm/weld
FEFFIRE 1 200mm
MIZRKE : XHIRBEEFPEXK
FKE | 200mmyERE (S

0 e 20 0 gm0
I meokl | gt o

[ g pae | The et
s e rngiy

g grmanare ey e

Eli |t corsren van mosmon

Bactal abus pacnen sty

| ircomgrsssor |

3DHIZR#AEE The layout of 3D truss girder welding machine

I7]

PR S

Parameter

Line wire diameter (upper): 3-5mm

Line wire diameter (lower): 3-5mm
Diagonal wire diameter: 3-5mm

Diagonal spacing: 300mm or according to
customer's requirement

Straightening speed : 30m/min
Straightening ratio : <2mm/m

Cutting precision : £2mm

Designed forming force : 40 ton

Designed oil pressure : 25MPa

MAX. Length of bending: 3m

Mold Bending mold material: 65Mn

Mold Bending mold hardness: HRC58-62
Welding transformer : 125KVAx5

Welding pressure : 2500N-5000N stepless
adaptable

Power-supplied voltage/frequency : 380V/50HZ
Power-supplied transformer : 2160KVA

at truss girder welding machine

BRARSY

55 : 3mm-5mm

TAS : 3mm-5mm

BE#F : 3mm-5mm

3%EE : 300mm ( AiIRIBEFAERES )
HEIEE : 30m/min

SEE : <2mm/m

PIBHRE : <2mm

BRRELS] 1 40 I

JHJE : 25MPa

RBRAIFEKE : 3m

IFEEEA R : 65Mn
FEHRERE  HRC58-62
I23ETFESS - 125KVAXS

J252EJ7 - 2500N-5000NFE AT
HERER &/4% : 380V/50HZ
FrE e 3T ESS : 2160KVA

Mesh weidding machine
2 RIRIEIRE
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ABE-12D Steel bar stirrup bender

Structure

Pay-Off; Pre-adjusted assembly; Hauling assembly; Straightening
assembly; Observation automatic door; Shear assembly; Bending
assembly; Console; Bending arm telescopic cylinder; Bending
servomotor; Shear motor; Hauling servomotor; Air compressor; Electric
control cabinet

REEH

BERZR , FURAN , F5IEH  BEANG , WREN], SRE
@ Al =HE  SHEHESE  EARE

B, E3|EREY  ZEN , BSEEE.

EEpl)

Technical parameter BASE
Item Data IR =
Single wire processing capacity ®5-013 mm T 8Eh J=2F53 O5-013 mm
Deformed steel bar double wire processing capacity O5-010 mm W O5-010 mm
Max bending angle +180° X [H) +180° X [H
Max bending speed 1200°/sec 1200°/sec
Max pulling speed 110 m/min 110 m/min
Mandrel diameter ®12-®30 mm ®12-®30 mm
Max length of the stirrup side 1700 mm 1700 mm
Length tolerance 1 mm +1mm
Bending tolerance +1° +1°
Average air-compressed consumption 4 |/min 41/min
Average electric power consumption 4 Kw/hour 4 Kw/hour
Power 17 Kw 17 Kw
Voltage 400V, 60HZ, 3phase 400V, 60HZ, 3phase

SoIEEE

LG

Pneumatic wire straightening and cutting machine

Its standard construction contains: pay-off, feeding system, straightening spinner system, pneumatic clutch cutting system,
normal stocking rack, controller with PLC and Spare parts.

mERE - E—8. BiEE—A. Eﬂéﬁyélzﬂé ( ATANKESERE )
A Eﬁﬁ?%ﬁtﬂﬁ@

ERTH=RN : AR ERBD IR —
EHIERe - AVURATRIZIEHIEE (PLC) #HTHEE , BIE. BEEHRARE,
HERE  ATESEHINIEHE  RERSTEE SRR ALE  FEBIERMGT  IRBREEHEIE?T.

PRIZR—. BRI

(BEstEaiaE—) .
ML, IR RN R B R IEFEATIHES RIFT =N,

High speed pneumatic wire straightening and cutting machine BiESENEEIER
Model it} = ABE-GT5/10 ABE-GT6/12 ABE-GT10/14 ABE-GT8/14
Rebar or round bar O5-¢10 mm O6-P12 mm ®10-014 mm ®8-®14 mm
Wire dia.
wiz HRB335 O5-O8 mm ®6-O10 mm ®10-012 mm O8-P14 mm
HRB400 ®5-®8 mm ®6-O10 mm ®10-912 mm »8-®14 mm

Cutting lengthsii) K g

1-12 m, or according to customer’

srequirement (AMEEFEXRIFE)

Speed (3-grade adjusted) &=

70-100-130m/min

Straightening ratio % H Lt

<2mm/m

Cutting tolerance BIfJJ )N &

Signal type, <+1 mm

Total power &t Ifj = 18.5+4 Kw 22+4 Kw 30+4 Kw 37+4 Kw
CNC wire straightening anc cutting machine CNCEEIERN

Model B 5 ABE-GT5/10TW ABE-GT6/12TW | ABE-GT10/14TW | ABE-GT8/14TW
Rebar or round bar ®5-010 mm ®6-012 mm ®10-®14 mm P8-®14 mm
Wiizédia' HRB335 ®5-08 mm ©6-010 mm ®10-®12 mm ®8-®14 mm
HRB400 ®5-®8 mm ®6-010 mm ©10-®12 mm ®8-014 mm

Cutting lengthBIKE

1-12 m, or according to customer’

srequirement (AIEEFERKIER)

Speed (3-grade adjusted)i® B

70-100-130m/min

Straightening ratiofs H Lt

<2mm/m

Cutting toleranceBIJ N E

Encoder type, <+15mm

Total power & Ifj &

18.5+4+3Kw

22+4+3 Kw

30+4+3 Kw

37+4+3 Kw

Mesh weidding machine
2 RIRIEIRE
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IR

High speed wire straightening and cutting machine

Product features

1. The machine body and parts are made of thick steel plates and precision
parts, making the quality of equipment more stable and reliable.

2. The unloading part adopts mechanical transmission structure to make the
cutting and blanking time more accurate.

3. Pneumatic clutch brake is used to cut off the part, so that the shear speed
is faster and the accuracy is more accurate.

4. The straightening and cutting machine is provided with unloading
alignment device, so that the fallen steel bars are arranged neatly.

5. The straightening block is made of special alloy material, which is wear-
resistant and not easy to scratch the steel bar.

6. Easy operation, stable performance, and trouble-free operation for a long
time.

Technical parameters
Rib wire diameter: 3-8mm
Speed: 90-100m/min
Straightening length: 6m

Cut-lo-length tolerance: £1mm
Total weight: 1500kg
Size of discharge hatch:

. 6200mmx850mmx1100mm
gﬁﬂ}'ﬁym’?&tp{';{v‘y Overall dimension:
g 1 1600mmx800mmx1150mm

Drawing motor: 4Kw

FRism

1 HRFI R IIRAERR SHEETNG 4 ZAETDHTIRBIRNTEE
NI, FREREENEE. TR, EE TN,

2 EOREB D RANMIEEIE | (EI0MT. & SERRARHREEMEIE , W

RO RRT I E JokEE, BB RS GRES.
3SR D RASMNEEFIEES , FE)E 6 IRIERME. MHEiRE , AR
EER, BEEER. (BT EES T,

EASH

NEHETR : 3-8mm TIFKEIRE : +1mm

#E : 90-100m/min RELER 1 1500kg

WEKE : 6m ERHBIIRY -

BN 4Kw 6200mmx850mmx1100mm
TIBERHL @ 1.5Kw FNMIMERT -

PEEEB, : 4Kw 1600mmx800mmx1150mm

AR ZUSN L & E Y] il

Mechanical wire straightening & cutting machine

R

+
A

Hydraul

IC WI

I

Model B =3 ABE-MT3/5 ABE-MT4/8
Wire Dia. BEHER ®3-¢5mm ®4-d8mm
Cutting length T E :Eéﬁ:ﬁgggggo%)
Straightening ratio BH % & <2mm/m

Max. speed BKEE 30m/min

Cutting tolerance PEmRE +5mm

Total power B If = 3km 4km
Overall size BRI ( REBHHERS ) 1200%x420%x1200mm

Mechanical wire straightening and cutting machine is mainly
used to straight and cut the wire to feed in the fencing mesh
welding machine that the wire diameter is small.

NARETRE I EZR T NERRNZ , BERE , S
INFEAIEF,

re straightening & cutting machine

Model it = ABE-HT6/14 ABE-HT4/8
Wire Dia. 23 7 ®6-d14mm ®4-O8mm
Cutti e 1-12 m, or according to customer’s
utting length B E requirement (ﬂ'ﬁ%?%ikﬂ%]g)
Straightening ratio B At <2 mm/m
Max. speed BRRE 30m/min
Cutting tolerance BIAE +3mm
Roller diameter & 7= ®140mm
Total power BIhx 18.5+5.5kw 15+4kw
Main parts E2& 4 2700x800x1250mm
Overall size Hydraulic station
s % 1050x900x1120mm
SR Rk
O&ngﬁta e 12000x600x1050mm

Agglications: smooth round steel plate, cold rolled ribbed steel bars, hot rolled
ribbed steel bars, the straightening and cut-off

Good straightening effect: Straightening ratio <3mm/m, the surface almost no
scratches, no distortion.

Intelligent control; PLC programmable control, cut-length accuracy and can be
adjusted, automatic counting, the number of downtime:

Can used to straight the new I 81rade steel, the advanced way to ensure the
strai%htening_does not damage e cross-rib reinforced, without causing
longitudinal ribs to reverse, the surface wear.

Cutting method: hydraulic cutting, low noise, less wearing parts.

B A3 5B B CEREWNE. SILTINGD. RELENE R ERE R,
BENRYT  AEENMEAE 3R/ K , FEEARTUG , FHMH,
ﬁﬁﬁu%‘ﬁ‘éw L SRAPLCAIRZES , ERKEFHATERET  Babiti, 2=
gﬁaﬁ?z%m : SEHEESRIE T W ROGER . FERMENEEE. REE

/N
TSN - REREDN. BE0N. SRED,

Mesh weidding machine
LWIRERE
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Steel grating welding machine

MEZERE : 2.5-5mm

INEEEE - 25mm-60mm
HEES : 5-8mm

IBEREE 1M

IRERKE : 6M

F=E : 70-100 5 K/28 (8/N\ad)
[&)%E : 25,30,40.50,60mm
#MELE : 30mm,50mm,100mm , 160mm
BIANINER : 3phase,380V/50Hz
Z5[E88 : 200 kva

SMERS @ 16*2.5%1.5M

&8 : 4000kg

The machine adopts hydraulic device to control welding electrode;
barrange:2.5-5mm

Bar width: 26mm-60mm

Cross barrange: 5-8mm(twisted square steel )

Welding panel width: 1M; length:6M

Production capacity : 70-100M2/shift (8hours ), one panel per two hours
Pitch of flat bar: 25,30,40.50,60mm

Pitch of cross bar: 30,50,100.160mmmm

Input power: 3phase,380V/50Hz

Welding transformer: 200 kva

Overall size: 16*2.5*1.5M

Weight : 4000kg

BB SRR IE

Pile cage welding machine

ABGZ-300/1200BI &2
AHLE4£770300-600-800-1200/miB
ERERRLTENINGBSRNEREN ,
ATZRFERAD. A5k EF G
ERINE B IR NIRIERE, ZEET
IBEHERK , THEERKN. B
K. ANHB. BRMUEEF |, BRIREETT{E
BUET , BER. MRETRE. BIEHER
FEEMA , ERED , REBEHLEE
i, BEEERS. BETRTES. A
B. BR. XF. sEERE BEMT
BNESEER TSNS EeE.

ABGZ100/3000

BIHIKE. TRENEHBRREN
ARIFRITZATRRELAKE. TK
B, HEE. nhEnSENNGSRED
BRI, ZH R EE R & ST
AR, BEESHMRER. £8ES. &
FRROSNEL AR IRERIIS . IWERFMA.
FETANUS . SURFTRIERPERINIE
.

ABGZ110/230B¢E RN
REIFRATRELEMES , XX
BN BRFIMETZ. &I WEF
EHNE BIRIRIEN , RAREENZE
SIHEES |, EBRIFRIEIREINE RS A
RER B TIRE. AT ERERS B
FRIERTERANER  EEHERZXAY
HEsh. REmEERRAS  BEIMAN
AR, WHEEFNEDT |, EERS
B, ERENEENES. MER. &
Hih, BES. 81, 8. RESE
EEFRR.

ABGZ-300/1200 mode cage welding machine

This pipeline reinforce mesh welding machine is a special-purpose
welding machine of reinforcement frames for superstrength tubular
concrete piles with a diameter of 300. 600. 800. 1200mm.It can widely
be used in welding auto stressed or prestressed reinforcement frames
either by pretension or posttension.The machine can handle large-
diameter principal steel bars with little loss in their strength and log-
length frames without twisting and warping,thus ensuring high overall
performance of the frame.The pitch of the frame can easily be adjusted
according to requirement and framing is time different .Being sable in its
performance and easy in its maintenance,the machine is the first of its
kind in China,utilizing exclusively domestic parts.itis used in the
fundamental construction projects,such as harbors,bridges,quays,high
rises and workshop buildings.

ABGZ100/3000 model

concrete pipe reinforcement mesh welding machine

The Concrete Pipe Reinforcement Mesh welding machine are widely
used for automatic seam welding of reinforcement frames of concrete
pipes.such as sewer,drainpipes,pit shaft oil and gas pipes.The machine
employs advanced technologies of silicon controlled rectifier and photo
electronics control to such a degree that the labor intensity is greatly
reduced and the production efficiency is greatly reduced and the
production efficiency is greatly raised.The frames produced have uniform
pitch and high rigidity.lt is also capable of producing special
reinforcement frames of specifications and requirements provided by
users.

ABGZ110/230 model Pile cage welding machine

The pile cage welding machine is used for production of concrete
poles.The welding machine is with a speed regulating motor pulls the
longitudinal bars and the pile cage welding block makes the welding while
the circumferential steel bars wind round the longitudinal bars.The main
transformer generates a strong current through the electrode welding
block to make the crossed longitudinal and circumferential bars rise
quickly in temperature until they become plastic and then the contact
points are solidly welded under the pressure of the welding block.The
pole welder has such advantages as high efficiency,quick forming,no
twisting,high strength,labor and time saving and reduced intensity of
labor,etc.

The welder is composed two major parts of mechanical drive and
electrical control.

Mesh weidding machine
2 RIRIEIRE
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Fence bender

Technical Parameters ¥{ARS#

The mesh bending machine is a machine
which used to

bend the fences. All the types of the
mesh bending ma-

chine have simple control and
(depending on the type)

cover all the specifications and
requirements for the

bending of the mesh. The bending angle
and the bending size can be changed
through change the mold.

TSNE—TERRIINTERIR
& RARBHBHNER , EHRSTEEN
JUMAZIK | iR EARHER |, L5
BEBRFTEIZ. ERISFRIER. 7
SHAREMRITLREEREE R,

S

Model  #HlKREES Force A#REH | Width ifZsE | Power EBHINZE | Overallsize RY | Weight #2258
ABE-ZW-16t/1300 160KN 1300mm 3.0kw 1860*750*1700 1.2T
ABE-ZW-40t/2000 400KN 2000mm 5.5kw 2840*800*2080 2.6T
ABE-ZW-50t/2500 500KN 2500mm 5.5kw 3340%1000%*2100 3.6T
ABE-ZW-80t/2500 800KN 2500mm 7.5kw 3340%1000%*2100 4.57T
ABE-ZW-100t/2500 1000KN 2500mm 7.5kw 3340*100*2200 5.5T
ABE-ZW-80t/3200 800KN 3200mm 7.5kw 4040*1100*2200 5.8T
ABE-ZW-100t/3200 1000KN 3200mm 7.5kw 3800%900*2300 6.3T
ABE-ZW-160t/3200 1600KN 3200mm 15kw 3810%1100%2400 7.5T
ABE-ZW-100t/4000 1000KN 4000mm 7.5kw 4680*1100*2300 7.5T
ABE-ZW-160t/4000 1600KN 4000mm 15kw 4700*1100*2400 10.0T
ABE-ZW-200t/4000 2000KN 4000mm 18.5kw 4700*1200*2600 15.0T

Mesh coiling machine

LowSEge EN

£B851UEN / Automatic Coiling Machine

HighlStage

There is block shield to avoid it may pop up and beat the workers when the mesh get cut. The coil can be push to the other side, and

roll down automatically.

SRWEITIRS |, ERATLARG RSN | MRERFARNRZ S , SBNAETLUERIR—A , BaEH.

85 Model ABE-ZSJ-2400 ABE-ZSJ-3000
R% Mesh width 2400mm 3000mm
RAEE Max. thickness 250mm
WEKE Length of coil 30mm-50mm
H88R~F Machine size 3200x1000x1400mm 3800x1100x1500mm

#&Hl75ZL Control type

Fullauto/£ B350

Fine Mechanical Coiling Machine #li4{ &

This welded mesh coiling machine is for the light welded mesh coil.

XHMIRENKSTEEEREBIEN RS,

Model ABE-QSJ-2000 ABE-Q8J-2500
Me;h w%dth 2000mm 2500mm
Max.c;;ljg%i};kness 120mm 120mm
Lengt&bﬁogyge coil 30-50m 30-50m
Maiﬂ;}g?ze 2.5x0.7x1.2m 3x0.8x1.2m

Mesh weidding machine
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BRI 2271

Straight Line Wire Drawing Machine

Technical parameters
Capstan material: Based body 45 steel,
working surface sprayed with
carbonside tungsten alloy powder,
hardness above HRCG60, surface

roughness 3.2Ra. Capstan cooling:
internal narrow seam water-cooling
(external can use wind force, wear silk).
Transmission system: LZ350-LZ560
wire drawing machine drive through one
grade or two grade with a strong narrow
V belt smoothly.

BRASHRE R
B RAGNEBS (SIS
Ea) EEHRC>60 , MEk
%7 , RENBRARES.2Ra, RHH LKA
B SHTART AL,
HENGI AT | REAEE. T,
%,

LZ450-LZ1200 with a powerful drive
system which is one grade narrow V belt
and one grade hardened gear (vehicle
offset spiral bevel gear

with) transmission, coincident with
high, smooth transmission, low noise;
can also use a strong Narrow V belt
drive gear box + standard hardened.
The die box: The boxes is lubrication
and cooling cavity, using the Hough
model (pressure), box can be universal

EFNE S - LZ350 ~ LZ560BIR1 244,
RE—REBRBNEVEIES , EHF
f8. LZ450~ 12008 RS RFA— 8N
BViE+—RIFEEERE (SERTRE
IZIER R ) &5, ERER. EF
. IBEN AR RENEVE iR
EES AR AEED.

adjustment, die size: for users

provide (the common use §
40mm*20mm). Rotary die boxes,
pressure mold and mold box mix gray
box device are for chosen.

Tuning Device: The tuning roller has a
sprayed surface and is wear-resistant,
and adopts pneumatic reverse tension
tuning with the tension constantly
adjustable.

TR Ke  RERE. LTEAHY
B, RAEELER KRS , 75
PR, FIGIERER. ENREERE
BHKEE.

AR  PERREER , TS
R RESHRKADEE  KOEET

BS
Model

ABE- ABE- ABE- ABE- ABE- ABE- ABE- ABE- ABE- ABE- ABE-
LZ1200 | LZ900 | LZ800 | LZ700 LZ600 LZ560 LZ500 Lz450 Lz400 LZ350 LZ300

EEER(mm)

1200 900 800 700 600 560 500 450 400 350 300

Drawing passage
RIHRER

5-9 2-9 2-1

Incoming dia.
= i A=Rrid
(mm)

18.0-14.0/14.0-19.0{12.0-10.0f 10.0 8.0 6.5 5.5 5.0 4.2 3.6 2.8

Outgoing dia.
R/NBmER

(mm)

9.0-6.0 | 6.0-4.0 | 3.2-2.2 2.2 1.6 1.3 1.2 1.0 0.75 0.6 0.5

Total . .
compressibility
ISYER RS
%

82-85 84-86 89.4 90

Max. Wire
drawing speed

R N{HERE
(m/s)

Single
motor power

RIfRINER
(kw)

90-160 | 90-132 | 90-130 | 55-90 45-90 37-75 22-55 22-45 11-37 7.5-22 | 7.5-15

Material Suitable
for Drawing

EEARME

Weldingrod;weldingwire(gas-protectionweldingwire,submerCapstandia.

ged arc welding wire, flux-cored welding wire); steel wire (high, medium and low carbon steel wire, stainless steel

wire, pre-stressed steel wire, tyre bead steel wire, rubber tube steel wire, spring steel wire, steel cord, etc.); wire
and cable (aluminum-clad steel wire, copper wire, aluminum wire); alloy wire and other metal wire.

B IRA(SRIRLL, BINRZL, KRLE) | WML (8. . {IRL , RENL , M HNL , BN K
BN, RENL | WWEE )  BEBRE (RENL. B4, BL%)  Ae4LSERTMEREM.

BEHA 2B E

The layo

ut of straight Line Wire Drawing Machine

HENEA

THRUEN

TR

B2
5, _‘&‘

I Ll , - | ] -— }% ﬁ

Mesh weidding machine
2 RIRIEIRE
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B TURLZZA]]

Pulley Type Continuous Wire Drawing Machine

Description

The pulley type continuous wire drawing machine has the characteristics of simple
structure, low cost, and easy operation, and it is suitable for drawing a variety of medium
and thin fiber material, especially for mild steel wire, galvanized iron wire, steel head
wire, stainless steel wire, rubber hose steel wire, spring steel wire, rod welding wire and
copper wire aluminum rod, etc.

Scope of application: gas-protection welding wire, welding electrode, stainless steel

wire, galvanized iron wire, bullet and hard wire, copper wire, and metal product wire, etc.

IREF R
BRHANREENER, NEER. REHESES. RATMDE. TERR. B
ERRPEAENSHSREY  BUBERRTRRL, BHKL, FHRL. BR0L
RBLEES,

Model
ﬂ% ABE-LW600 ABE-LW560 ABE-LW450 ABE-LW400 ABE-LW350
Capstan dia.
N e e g 600 560 450 400 350
451 E'fé(mm)
Material strength 1150
BRAHERE(Mpa)
Drawing \pa\isage 1-9 1-9
RIIRER
Max. inlet wire dia.
= 6-8 6.5 4.5 2.8 2.5
BAHELER(mm)
Min. outlet wire dia.
N 2 1.2 0.8 0.6 0.4
RNHEER(mm)
Max. drawing speed
= N : 200 245 200 288 200
= ALERIERE(m/min)
Total power 2237 7.5-18.5 5.5-15 3.7.5
RI{ERTHER(kw) R ’ ’
Material : Suitable for Drawing Welding rod; welding Wire (gas protection welding wire and
submerged arc welding wire); steel wire (medium, low carbon steel wire, stainless steel wire);
Material Wire and cable (copper wire, aluminum wire) and other metal wires* Various combined drawing
EERIRME equipment can be designed according to the customers' requirement.

EERIEMR IR 1B (SRIFL, BINRL ) ; W (PRI | RENLSE ) | BB
(R%EL ) SEEMH .

BRI ZimREE
The Layout Of Pulley Type Continuous Wire Drawing Machine

Mesh weidding machine | 1 2
LRIRFIRE =
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BEHIULE wAINAD 5%

Rolling Cassettes Plant

General description

The rolling cassette plant equipped with carbide die (cassette) instead
of fixed wire drawing die, it is installed upon the straight line wire
drawing machine, the cassette matched with angular cutter gear and
mump lubricate system, to produce the low carbon, middle carbon and
high carbon steel wire, also can produce the copper, aluminum and
titanium, itincreased the drawing and rolling speed.

Related hh

Mechanical wire descaling machine, butt welding machine, wire
pointing machine, SG800 spooler wire take-up, hydraulic wire pay-off

IR

RAERNEREGEE (5UR ) B/NEALYL , BRERERRIZ
®, RaREAEHNLNE TH , FERTARTIER
EBRS , BTALEERK. PRAMOSHNCE. HEMEZ%
ME9EF" | BRTLAEFR. BRI |, B LA
BEELBNE  BERSSNERE , #MAKRES
RIZ2FNQELAOERE.

60 0BT it =\, fir 24,2 L 41 b Ec 4 41,
HURRIZAL , STIRHL , BLAHL , SGBOOTFH ML , HFE
B,

Technical parameter

Capstan dia.: 600mm

Incoming wire dia.: 6.5mm, 6.0mm and 5.5mm
Outgoing wire dia.: 3 .5-5mm

Total compressibility: 85%

Wire roller speed: 10m/s

Single motor power: 35 KW

Capstan number: according to the inlet wire diameter and
outlet wire diameter

Gear description: Angular milling gear

Lubrication of gears and bearings: Oil pump compulsion
lubrication

Related accessory machine H#iBEh# 4

BASH

HRHER : 600mm ;

HHEHE  REZFEXRRE ;
H#4E2Z  6.5mm, 6.0mm, 5.5mm ;
H#2H42 : 3-5mm ;

BE4E%E 1 85% ;

fizz & FLAERE : 10K/7 ;
BASLEBHINEE : 35KW;

Wi AR

WRFMAER  hREBERS

Mesh weidding machine
2 RIRIEIRE
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ERVA k22 ]}
Vertical Wire Drawing Machine

Description: Inverted vertical drawing machine is no sliding mode to draw
low carbon steel wire, stainless steel wire, steel wire and non-ferrous metal
in the coarse, diameter and development equipment, applicable to the
standard parts industry, supermarket shelves manufacturing industry, wire
processing enterprises.

Machine features: Use strong narrow v-belt combination harden tooth
reducer or pendulum ring reducer; heavy recoiler; Capstan is forced air
cooling; Pneumatic pressure wheel; Recoil is auto and ID can be adjusted;

ik« RAREFREZ R LN LB NS ALK
B RERINZL., FENL. RERLRERSREE. FERMAF
RRE  ERFIREGTI., EBHEESIET. MR
Tk,

R EHRFARB—REBENEVHASTE A REEER
Y ; WEREX ; SRS | SHER ; TEE8ED
HETEHERTR ; KRZMER  NERELE, 2%,

HEIR
Accessory Machine

T A/ A
Spooler Take-up / Spooler Pay-off

ég/:‘rr‘zqu;g?gyt/hsapnegg;c.!justment; easy operate, safe and reliable, energy =E530%L) k.,
ltem/T Unit/f | ABE-WL560 ABE-WL600 ABE-WL750 ABE-WL800 ABE-WL900| WABES | \\ABES
Cgaan mm 560 600 750 800 900 1000 1200
Dra aleReed m/min 25 25 20 20 20 20 20
M g de- mm 8-10 12 14 8-14 10-16 12/18 25-30
AT 20%-30%
Contr%hg?%hod Frequency speed adjust / ZESRIFIE
S | ;
'\g%ﬁ%"gr kw 15-18.5 22 30 37145 37145 55/75 75
G%g;%%g%{’e' JzQ 560 600 750 800 900 1000 1200
Wé%ht kgs 1300 2300 2700 3500 3500 3500 6000

Model Wire dia.| Winding speed Spoolerdia. Power Size Weight
(MM) (m/min) (MM) (KW) (MM) (KG
B 5 E2 2 ES W 1R = IR hE= IMERT B 8
ABE-BN300/400| 0.7-1.5 15 300-400 7.5 1300x960x828 760
ABE-BN400/600 2.5 8 400-600 11 900*1300*2050 847
ABE-BN500 1.5-3.5 7.5 630*355*400 11 1933*1282*1043 1404
ABE-BNG630 2-4.8 8 500-630 18.5 2050*%1450*1150 1800
ABE-BN730 0.6-2.2 15 730*380*480 11 2500*1770*1150 2500
ABE-BN80O 0.8-3.0 20 800*400*500 11 2590*%1770*1150 2540
ABE-BN1000 2-3.5 20 800-1000 22 2475*2050*1265 2640
ABE-BN1150 3-4 7.5 1000-1150 18.5 2400*1025*1065 3720
ABE-BN1250 5-7 10 1150-1250 37 1720*1400*1343 3720
ABE-BN1400 4-8 1.5-6 1400 22-45 2760*2100*1640 4700
ABE-BN1600 4-8 0.17-1.0 1600 75 3000*2500*1800 8200
ABE-DX400 0.9-2 6 400 7.5 12400*1900*1800| 10000
ABE-DX600 2-5 0.05-0.5 600 13 15800*246*2300 | 17700

Mesh weidding machine
LWIRERE
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RE LA

Dead Block Recoiler

This wire discharging machine belongs to ordinary non-stop wire unloading machine which is equipped with a die box for making

skin pass.

KEFHENER TR LINEAESAIENMEENS K.

Model BS

Coiling material
s
Drawing capstan dia.
HREBER(mm)
Wire dia.
KB =E(mm)
Loading weight
WrLefRze E (k)
Motor power
FEHLIZR(kw)
Overall size
SMER T (mm)
Weight
BEE(kg)

ABE-560B

ABE-600B

ABE-700B

Low carbon steel, mid carbon wire steel {K#ciNZ. FiRiNL

560

1-3

1000

15

2070x1200x1950

1200

600

1.5-4.5

1000

18.5

2070x1200x1950

1500

700

3-8

1500

22

2170x1400x1950

1800

HEIB P

Well Type Annealing Furnace

Furnace Body

The shellis rolled of 4mm steel plate, with strengthening profiled
bar. The inside lining is built of aluminum silicate fiber cotton or
bricks and typing bricks that placed evenly. Resistance wire is

put on the bricks.

Furnace Cove

The furnace cover is made of 25MM steel plate. An insulating

r

course is made the under-part of the cover.

There is a vacuum pressure gauge set on the furnace cover. The
pipeline and the valve (The jointis plug and play type.) for
vacuumizing and admitting Nitrogen is furnished with pressure
safety device.The furnace retort is made of 8MM stainless steel.
A stop-off strip is welded on the bottom .On the top, there’s a
cooling water jacket and a sand seal device with binding bolt.
Heat Element: There are three kinds of resistance wire,

0Cr25Al5, 0Cr27Al7Mo2 and Cr20Ni80, for coiling.

Fummees Tonk FFEE

RERIE

ZIFERTEMERMHAESENE | MR, SRS M.

REERK

Lip & SSH3mmiRREHITIRL  FHRBMREN. M+ RERAT RS
RERREMA , WA BRI | 9 L&,

24P & PERMA2SmmIRREIR  FETERRBREEEN.

3EZRAEE  FELEBETELNR  HHEZRASSHANEE. @17 (F
SLABNEEDAREY ) | BEBENLERIPEE.

A4%F B BERASMMAERENE | EIRIEENEL  BIEERAKE , BE
RE  HEHZESRE.

5.0 TTi4 : BIE0Cr25A15, 0Cr27AI7Mo2aCr20Ni80& & 22 IR 5R T Al

6EHKE | PESIEZERANIINEESEVEY  AERGEAHRE , HNE
PR HANREAIEERE , AMREIRENERSS  FREKSHNEE.

7IKGHEE b, TRE , DAREEFRSERIFEE=S , ATRIPESTH,

REEHS
FIFRBRRRBEM R RSN | BEREMRET | (KI5,
PESIFEZBRSRAESEN  AERGEARE , SNERBINRAIERE.
ERRABAHOHFNE  PIDEH |, ZEBES.
FERTTHRAISSR(ES MRS , RAEENTR™ R , TENEXESE. X, FRE
AiK).

Sealed Device: The furnace cover and retort are sealed by dual layer
composite structure. The inner layer is graphite asbestos sliver; the
outer layer is oil-proof and temperature resistant Silastic. Awater-
cooling apparatus is set especially for prolonging the life time of the
sealed device.

Water Cooled Device: Water Cooled Device includes two set that
separately welded on the flange of the furnace cover and the furnace
retort to protect the sealing materials.

Salient Feature

This kind of furnace is built of fine quality heat insulator and refractory
material .It has the advantage of good heat-insulating property and
low energy consumption. Temperature-controlled precision keeps
high by PID control of a Japanese digital instrument. SSR, whichis a
solid-state relay, the upgrading products of controlled silicon, is used
for the switching element.SSR also has advantages of long usage life
and no sound, no sparkle on working time.

Specifications
Rated power: 90kw
Rated voltage: 380v

Phase number: 3
Heating area: 2

Connecting from: YY
Rated temperature: 950°C
Stock bin size: ®800mmx1600mm

Vacant furnace power consumption: 18kw
Vacant furnace temperature rising time: 3.5hours

Max.load: 1100kg

Overall dimensions: 2000x2000x2500mm

Weight: 4800kg

Mesh weidding machine

BARSH

BRI : 90KW

FUERE : 380V

18Ek ;3

IR 2

BEEE LYY

BERE 1 950°C

FERMER : ®800mmx1600mm
TIPIRFEINER | 18KW
ZSIPFHERTIE : 3.5/\BF
BRA—IREHE  1100KG
SMIZR~ : 2000%x2000x2500mm
&E= :4800KG
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XTAEA
Butt Welding Machine

Description

Butt welding machine, is also called butt welder, it is the

i puy
HENRRAFNEEENE  ABRIRZEMINCREZEIIT

accessory machine for the wire drawing line, it is used to weld BN, PN, o SSINTNIEEESENSME. K. IRE.
the wire together when the wire broken in the drawing process. &, HMHTIRE, ARVTGENE—FETREEZEEERE

BERANERIRE.
gl Material to Be WeldedMaterial to Be Welded J&#555E Power
;35 (mm) R ES
Iron Copper i Aluminum %8 (Kw)
ABE-UN-2 @0.8—0.3 ©0.5-2 2
ABE-UN-5 d1-4 5
ABE-UN-10 $2-6.5 @1-4 10 Wire-Deseeling Mechine S53i
ABE-UN-15 3-8 92-6.5 15
ABE-UN-20 p4-10 20
ABE-UN-25 ©8-12 3-8 ©2-9.5 25
ABE-UN-40 8-16 40
ABE-UN-60 10-18 60
ABE-UN-75 12-20 p6-12 75
ABE-UN-100 p12-25 100
%Q_ﬁ*ﬂ, AN Yo Py OF F Ry
Hoist Unloading Machine Vertioa) Py OF Stend EEEs

Hoist discharging machine is especially for the wet type wire drawing machine and pulley
type wire drawing machine that wire coil is coiled in stand-up type.

BLYWEAKBENAILA., BRI LR IEEHEY  ERTIAEHEL.

Model/B1 S ABE-DSH500 ABE-DSH350
Max. hoisting capacity
BABE(Ke) 500 350
Lift 2650 2500
Speed 8 6.4
B R R () 1230 1085 _
Csdllleiing §ype
Motorpower 22 . Genfirolling eabinet FEE Peinting Mechine HE%0 rolling mechine
T e — ARy
Total weight 600 300 #EIEZCELCH])

Mesh weidding machine
LWIRERE
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T

Size of welded wire mesh

A14 14 770 12 566

A12

A1

A10

A9

A8

A7

A6

A5

B14

B12

B11

B10

B9

B8

B7

B6

B5

C14

C12

Cc1

C10

C9

C8

c7

Cé6

C5

NIES

12

1"

10

14

12

1"

10

14

12

1

10

200

100

150

566

475

393

318

252

193

142

98

1539

1131

950

785

635

503

385

283

196

1027

754

634

523

423

335

257

189

131

12

1"

10

12

12

1

10

200

200

200

566

475

393

318

252

193

142

98

393

252

252

252

252

252

193

193

193

566

566

475

393

318

252

193

142

98

10.49
8.88
7.46
6.16
4.99
3.95
3.02
2.22
1.54

15.19

10.90
9.43
8.14
6.97
5.93
4.53
3.73
3.05

12.51

10.36
8.70
7.19
5.82
4.61
3.53
2.60

1.80

D14 14

1539 12 1131 20.98
D12 12 1131 12 1131 17.75
D11 1" 950 1" 950 14.92
D10 10 785 10 785 12.33
D9 9 100 635 9 100 635 9.98
D8 8 503 8 503 7.90
D7 7 385 7 385 6.04
D6 6 283 6 283 4.44
D5 5 196 5 196 3.08
E14 14 1027 12 754 13.99
E12 12 754 12 754 11. 84
E1 1" 634 1" 634 9.95
E10 10 523 10 523 8.22
E9 9 150 423 9 150 423 6. 66
E8 8 335 8 335 5.26
E7 7 275 7 257 4.03
E6 6 189 6 189 2.96
ES 5 131 5 131 2.05

Welded Fence Specification:

1.Post: sqyare,round,peach,security,.diametet 3.0-6.0cm [round tube] 3.0 x 3.0cm-7.0x7.0cm [spuare tube] .
2.Border: diameter 2.0-8.0cm [round] 1.0x2.0cm-4.0x8.0cm,2.0x2.0-8.0x8.0cm [spuare tube] .

3.Height: 0.5-0.4m

4.Post spacing: 3.5 or less.

5.The mesh wire diameter: 2.5mm-5.5mm

6.Mesh opening:3.0cmx6.0cm-7.5cmx15.0cm [rectangular hole] 3.0cmx3.0xm-7.5cmx7.5cm [spuare tube]
7.Surface treatment: heat zinc,dip,spray,sand blasting,electrostatic spraying.

8.Color: green-based (yellow,blue,etc.).

9.Emburied: 500x300x300mm

RPN

1374F AT BEIAE PRBUE SrBBAHE , B123.0-6.0cm [EE] 3.0 x 3.0cm-7.0x7.0cm [5&] .
2301E : B122.0-8.0cm [EE] 1.0x2.0cm-4.0x8.0cm,2.0x2.0-8.0x8.0cm [HE&] .

3.5E :0.5-0.4m

4 X7FEEJRE : 3.5mLAA,

5./ F%2212 : 2.5mm-5.5mm,

6./ 5 RIFL : 3.0cmx6.0cm-7.5cmx15.0cm [£/5%L] 3.0cmx3.0xm-7.5cmx7.5cm [IESFL] .
7REAE - B R, RE. B, SEBEERE.

&  LIEEAE (EE, BKeF).

9.FE : 500x300x300mm

Mesh weidding machine
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BRI RERE
Selection Guidance for Mesh Welding Production Line

Important Customer DetailsEEXZF 58

Name &= * Country ExR *
E-mail EB%E Power supply BB HER v Hz
Project I B4R [ 1 Firstpurchase of expanded metal mesh line FZIH [ 1 Expanding plan on expanded metal mesh line "B E

Raw material to weld [E#t#l

[ JLow carbon steel {KiRNZ [ 1 Galvanized steel wire §E5Fgks
[ 10ther Steel Eftb#4 5. —— Steel NO. [2&

Material #tJ&

Line wire  #4& Linedia. #2  mm* Feeding typeiX#753( : [ 1In coil&#} (___ kg per coili5E )
ine wire Pre-cut FHEL: (_ mm lengthiKE)
Line dia. 42 mm* Feeding typeiE#t5=t : [ lIncoil&#t (__ kg per coil55 )

Cross wire #&ff Pre-cut FRIBEL: ( mm lengthiKE )

Welded Wire Mesh 125/ FEk

In coil or panelF#l/&ERL [ 1In coilERy ( kg per coil) [ ]insheet F#} ( mm length ) Mesh size (% : mm
. Diagonal toerance Cross Wire Spase Line Wire Space Cross Wire Dia. Line Wire Dia. Present of total
Mesh size F 53l SR HASIEE WIS e WHLE | SRR
Sizel #iB1
Size 2 Hig2
Size 3 &3

Machine requirements #1885k

Speed & strokes/min Controlleriz#l &4t [ ICNC [ ]PLC [ ]Tonch Screen fiti&E R
Cross wire space ##fEEE [ IMechanical adjustment Hi#ET (HUHET ) [ 1Stepless adjustable TR ZETF T
Drive system 1% % | [ IMechanical type #ifzt [ JAir type S Welding head 1234 %

Accessory machines#BigeE

Wire straightening and cut | [ |Hydraulic type &E= [ IPneumatic 5&h [ IMechanical #lig=
machine AR

[ 1Decoiler FFH}ZR [ JLine wire straightening table Z\EFFFEHIH [ JAutomatic line wire feeding device B aNERIE

[ IFence bending machine =3 ZH [ 1Cutting machine BIRIH, [ IMesh conveyor [ | H 144
[ IMesh stacker turner EJRIH115 [ 1Recoiler W
* Whather the accessory machine speed need to equip with mesh welding machine [ ]No need REE [ INeedEZE

HHRENEERERTESIEENEERTR
(Please note that accommodation expense for our technicians who sent to aboard to test the machine will be paid by buyer.)

BT URREEL  FREEEEAEIXM.

Signed by the customer ZR&&:
Signed by the seller EHER:

VA4S Y 57 IR mp RS

Selection Guidance for Wire Drawing Production line

Important customer DetailsSEEZF{ZE

Name &= * Country ExR *
E-mail #B%E Power supply EB &R v Hz "
Project TNE MR [ 1 First purchase of expanded metal mesh line $#2IE [ ] Expanding plan on expanded metal mesh line 3 BIIH

Wire specification 229348

7

[ JLow carbon steel {£fxiNZ2 [ ] Medium carbon steel F#$¥22 [ JHigh carbon steel BN
Material #4 &

[ ]Stainless steel ~g&$N22 [ 1Copper$d [ ]1Other Steel Eftb#f & Steel NO. j2 5
Wire size 3148 Inlieﬁtévg?édia. Ou;ljeég?réedia. Compl&z%itnbg ratio Outle;zgz%glication
Sizel Mgl
Size 2 #Ig2
Size 3 #Ig3

Machine requirements #l88&3k

Speed JEE m/min

" " [ 1Straight type BI#=, [ JPulley type B [ ]Wet type /K&
Drawing type fi275zt [ IVertical type B3z [ IHorizontal type B

Accessory machines##BigE

. Coilweight 58 @~ Innerdiameter & Outer diameter 42
Do [ Ivertical drop type b=t [ JArm type BSHESE [ 1squirrel-cage pay off ELZE=
[ JHydraulic type /&IET [ 1Spooler type TF4HILLER
Descal;_ruwgc ;;Lachine [ IMechanical type &5 8 (B ERI7S) [ IChemical type BRi%RIFHI
b

Annea‘lLérE*fPurnace [ IWell type annealing furnace H3{BEX I [ ]Continuous boxing annealing furnace FETLIELLE KA

) Coilweight 58 @~ Innerdiameter @@ Outerdiameter st
Recoil Egﬂeé;charge [ IDead block recoiler REFEIZAH, [ 1Spooler take-up TF#EIZA [ INormal vertical type ZiEFII

[ IVertical drop take-up ##Ef3z=, [ ]Horizontal type Bbz{ [ JHoist Unloading Machine /NBZEENZAN

Others Efth [ ]Wire pointing machine §L5# [ 1Butt welding machine X3I&#1

Pre-treatment FighIE [ IWire descaling &#4%I5% [ ]Pickling E&i% [ IHigh frequency drying S5t

*Whather the accessory machine speed need to equip with wire drawing machine [ ]No need R"FEE [ INeed BE
HERENEERDTE S ZNIREELR

(Please note that accommodation expense for our technicians who sent to aboard to test the machine will be paid by buyer.)

g1 UFRERL  FREERABEASM.

Signed by the customer ZR&E&:
Signed by the seller EHER:

Mesh weidding machine
L RIRIEIRE

43-44



T/B/R/E/R/N/W/B/R/ /B WUXIANBER MACHINE www.anbermachine.com \ sales@anber-inc.com

HIINES

Our exhibition

2019 BERES 2018 HERS 2017 BERS

2019 Dubai Big5 exhibition 2018 Dubai Big5 exhibition 2017 Dubai Big5 exhibition
2016 fEEMEREREMEM R 2018 BERES

2016 Germany Dusseldorf Wire & Tube exhibiton 2018 German exhibition

201 5EEH ERAENNEREEFRAFE / 2015 Las Vegas building materials exhibition

Mit/Web : www.anbermachine.com
J$5E83E/Tel : 0510-88239309/0510-88239310
A{5/Wechat : 18915284500/18626338299

2019 REER EmNARS
Anping County Wire Mesh Expo | &% / Canton fair Venezuela exhibition

AR BAIRIARR.

We are serious in manufacture the machine.
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